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FIBRAPLAST 3301007

FICHA TECNICA
EDIZ. June (06-1

DESCRIPTION :

It is a putty compound with unsatured polyester resins, strenghened with glass-fibber.

It has an excellent flexibility, high mechanical, terminal and chemical resistance, it is firmly fixed
to its support; allows a fast application also at high thickness.

Thanking to this, the glass-fibber putty is suitable also for many purposes and perfect for car
body repairs and for the filling and assembling of glass-fibber handwork.

SUPPORTS

Raw plate, degreased and sanded

Glass-fibber, sanded

PREPARING

Clean the surface carefully; eliminate any oxide residue; remove the fat using an antisilicone
thinner.

Add the hardener to the putty with reference to the room temperature:

Add the hardener to the putty with reference to the room temperature :

Temperature hardener weight %
less than 10°C 3-3,5%

10 - 20°C 2-2,5%
more than 20°C 1-1,5%

Mix the two components well
POT-LIFE: 4-6 min. at 20°C

APPLICATION

One or more coats depending to the thickness required.
Apply to make putty adhere to the support in an homogeneous way.
Max thickness: few millimeters

DRYING- PROCESS
AIR DRYING - 20°C

Time lag between coats: 8 - 10 min.
Can be sanded 35-40 min. after application.
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FIBRAPLAST 3301007
Naturaleza del
prodiicto POLIESTER + GLASS-FIBER Sspetor [1m seco some millimeters
Dry film thickness
Nature of preduct Epaisseur du film sec
Nature du Produit P!
Aspecto Evaporacidn
Appearance MATT Flash time
Aspect Desséchement
Color Fuera de polve (20° C)
Colour YELLOW Dustfree 8 - 10 minutes
Coloris Hurs poussiére
Viscosidad de venta Seco al tacto (20° C)
Selling viscosity 1.300.000 - 1.500.000 CP a 20°C Tack free
Viscosité de vente Sec au toucher 15 minutes
’— Peso especifico Tiempo montaje
Specific gravity 1400 g/I Dry to assemble
Poids spécifique Dur pour assemblage
Mezcla Secado Completo
Mixing ratio Hardener Global Soft 2 - 3 % Ihrolgh drying 20°C - 40 mi e applicati
EIE] Propordsh de a er Glo o Durchgetrocknet 60°C 35 minutes after the application.
melange Peso 100(A)2-3(B) Sec en profondeur
Prox. Capa mojado
Next coat wet-on-wet
Recouvrable

Pproducto - Productt FIBRAPLAST 100 gr.

Application of putty

Applicatlen & spatale among them for greater adhesion .

A\

- Produit
Lijado humedo manual
Ctalizador- Sanding by hand wet
Hardenerr - Papier abrasifa l'eau
w} Caralyseur Hardener FIBRAPLAST 2 - 3 gr.
Diluente - Thinnerr —
Diluant Lijado manual seco
Sanding by hand dry
Papier abrasif sec P40, P 80
. Lijado orbital mojado
Vida - life (20° Ct 8 - 10 minutos a 20°C Flat bed sander wet
@ Vie en pot (20° C) Orbital mouille
| Viscosidad aplicacion Lijado orbital seco
| Spraying viscosity Flat bed sander dry P40, P80
S | Viscosité Orbital sec
d’application
Deposito gravedad .
: Abrillantado
}1* ;::"”J Jfeed spray Polisching
%] Projecteur - buse Polissage
Deposito succién Rendimiento
Suction feed spray mag/kg
gun Yield
%] Projecteur - buse Rendement
Presion aire (psi) Productos complemento
Air pressure Subsidiary products
Pression
d'application
Komplementar Produkte
E Numero de manos Produits Complementairs
Number of coats h _ ’
ﬁ Niiwiboe dés coickes 2 hands intervalle 8 - 10
Conservacion
licaci o Great fillings to apply several heavy Ageing 12 months in fresh and dry place, moved
O Aplicacion a espatula | | uere and i it Is possible to sandpaper Conservabilite away of the heat




