TECHNICAL DATA SHEET
CS10 Pre Paint Degreaser Slow

Date: 22-06-2017 Page: 1

Product description

Pre Paint Degreaser is especially designed for use in the preparation process to remove dirt, grease, and
other contaminants from surfaces. It is a product used as a step of the preparatory process for removing
of drease, wax, dirt, and other contaminants from bare metal. It is a preparatory product suitable for
degreasing and cleaning of sanded surfaces and old finishes.

Application
- Saturate a clean cloth with CS10 Degreaser.

- Apply to areas to be painted and adjacent panels.
- Wipe off surplus degdreaser with a clean dry cloth, do not allow the degreaser to dry on the surface.

VOC (2004/42/€EC) 2004/42/11B(a)(850)850
The EU limit value for this product (product category: I1B.a) in ready for use form is maximum 850 g/litre
of VOC. The VOC content of this product in ready for use form is maximum 850 d/litre.

Health and Safety
1. For full Health and Safety information refer to the Material Safety Data Sheet (MSDS).
2. Observe the precautionary notices displayed on the container.
3. Goggles and suitable protective equipment must be worn while using these products.
4. Good ventilation must be provided in the working environment.
This product is for the professional painting of automotive vehicles only after reference to the
manufacturer’s Material Safety Data Sheet (MSDS).

The technical data contained herein is based on our present knowledge and we experience and we cannot be held liable for any errors, inaccuracies,
omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product
is acquired.

Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application.
Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think
that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product.

Our duarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the
stipulations set out in our general sales conditions.

The information detailed in the present technical data sheet is diven by way of indication and is not exhaustive. The same applies to any information
provided verbally by telephone to any prospective or existing customer.
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