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SAFETY DATA SHEET

2K MS Hardener

1.1 Product Identifier
Product name: 2K MS Hardener
Product Code: PL2013

1.2 Relevant identified uses of the substance or mixture and uses advised against
Intended use: For professional use ONLY

1.3 Details of supplier of the safety data sheet

Details of company FLP Group
Unit 1 Clayfields Industrial Estate
Tickhill Road
Doncaster
DN4 8QG
+44 (0) 1302 571571
sales@flpgroup.co.uk

1.4 Emerdency telephone number
Emergency Tel: +44 (0) 1302 571571

SECTION 2: HAZARD IDENTIFICATION

2.1 Classification of the substance or mixture

Classification under CLP: Flam. Liq. 2: H225; Acute Tox. 4: H332; Skin Irrit. 2: H315; Eye Irrit.
2: H319; Skin Sens. 1: H317; Repr. 2: H361d; STOT SE 3: H335; STOT
SE 3: H336

2.2 Label elements
Hazard statements: H225: Highly flammable liquid and vapour.
H332 Harmful if inhaled.
H315 Causes skin irritation.
H319 Causes serious eye irritation.
H317 May cause an allergic skin reaction.
H361d Suspected of damaging the unborn child.
H335 May cause respiratory irritation.
H336 May cause drowsiness or dizziness.
Signal words: Danger
Hazard pictograms: GHSO02: Flame
GHSO07: Exclamation mark
GHSO08: Health Hazard

Precautionary statements: P201 Obtain special instructions before use.

P210 Keep away from heat, hot surfaces, sparks, open flames and
other ignition sources. No smoking.
P260 Do not breathe fume/das/mist/vapours/spray.
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P280 Wear protective gloves/clothing and eye/face protection.
P302+P352 IF ON SKIN: Wash with plenty of water and soap.
P304+P340 IF INHALED: Remove person to fresh air and keep
comfortable for breathing.

P312 Call a POISON CENTER/ doctor if you feel unwell.

P403+P233 Store in a well-ventilated place. Keep container tightly

closed.
2.3 Other hazards
Other hazards: No other know hazards.
PBT: This substance is not identified as a PBT substance.

SECTION 3: COMPOSITON/INFORMATION ON INGREDIENTS

3.1 Substances
N.A.

3.2 Mixtures
Hazardous components within the meaning of EEC directive 67/548 and CLP requlation and related
classification:

230% - <40% hexamethylene-1,6-diisocyanate homopolymer
REACH No.: 01-2119485796-17, CAS: 28182-81-2, EC: 500-060-2
Xn,Xi; R20-37-43
3.1/4/Inhal Acute Tox. 4 H332
3.4.2/1-1A-1B Skin Sens. 1, 1A, 1B H317
3.8/3 STOT SE 3 H335
220% - <25% ethyl acetate
REACH No.: 01-2119475103-46, Index number: 607-022-00-5, CAS: 141-78-6, EC: 205-500-4
F,Xi; R11-36-66-67
2.6/2 Flam. Lig. 2 H225
3.3/2 Eye Irrit. 2 H319
3.8/3 STOT SE 3 H336
EUHO66
>20% - <25% n-butyl acetate
REACH No.: 01-2119485493-29, Index number: 607-025-00-1, CAS: 123-86-4, EC: 204-658-1
R10-66-67
2.6/3 Flam. Lig. 3 H226
3.8/3 STOT SE 3 H336
EUHO66
27% - <10% toluene
REACH No.: 01-2119471310-51, Index number: 601-021-00-3, CAS: 108-88-3, EC: 203-625-9
F, Repr. Cat. 3, Xn, Xi; R11-38-48/20-63-65-67
2.6/2 Flam. Lig. 2 H225
3.7/2 Repr. 2 H361
3.10/1 Asp. Tox. 1 H304
3.9/2 STOT RE 2 H373
3.2/2 Skin Irrit. 2 H315
3.8/3 STOT SE 3 H336
21% - <3% Aromatic hydrocarbons, C8
REACH No.: 01-2119486136-34, CAS: 90989-38-1, EC: 292-694-9
Xn, Xi; R10-20/21-65-48/20-36/37/38
2.6/3 Flam. Lig. 3 H226
3.1/4/Dermal Acute Tox. 4 H312
3.1/4/Inhal Acute Tox. 4 H332
3.10/1 Asp. Tox. 1 H304
3.2/2 Skin Irrit. 2 H315
3.3/2 Eye Irrit. 2 H319
3.8/3 STOT SE 3 H335
3.9/2 STOT RE 2 H373
DECLJ*
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21% - <3% Hydrocarbons, C9, aromatics
REACH:No.:01-2119455851-35, EC: 918-668-5
Xn, Xi, N; R10-37-51/53-65-66-67
2.6/3 Flam:. Lig. 3 H226
3.10/1 Asp. Tox..1 H304
3.8/3 STOT SE 3 H335
3.8/3 STOT SE 3 H336
4.1/C2 Aguatic Chronic.2 H411
EUHO066
DECLP*
<0.1% hexamethylene-di-isocyanate
REACH:No.: 01-2119457571-37, Index number: 615-011-00-1, CAS: 822-06-0, EC: 212-485-8
T, Xn, Xi; R23-36/37/38-42/43
3.1/4/0ral Acute Tox. 4 H302
3.3/2 Eyelrrit. 2 H319
3.8/3 STOT SE 3 H335
3.2/2°Skin Irrit. 2 H315
3.4.1/1-1A-1B Resp. Sens. 1, 1A, 1B H334
3.4.2/1-1A-1B Skin Sens. 1, 1A, 1B H317
3.1/1/Inhal Acute Tox. 1 H330
<0.1% dibutyltin dilaurate
REACH No.: 01-2119496068-27, CAS: 77-58-7, EC: 201-039-8
Muta. Cat. 3, Repr. Cat. 2, T, Xi, C, N; R43-34-48/25-50/53-60-61-68
3.2/1C Skin Corr. 1C H314
3.8/1 STOT SE 1 H370
3.4.2/1-1A-1B Skin Sens. 1,1A, 1B H317
3.9/1 STOT RE 1 H372
3.5/2 Muta. 2 H341
3.7/1B Repr. 1B H360FD
4.1/A1 Aquatic Acute 1 H400
4.1/C1 Aquatic Chronic 1 H410

*DECLJ: Substance classified accordingly to Note J of the Annex | of directive 67/548/€EEC. The
classification as a carcinogen need not apply if it can be shown that the substance contains less than
0.1% weight/weight of benzene

*DECLP: Substance classified accordingly to Note P of the Annex | of directive 67/548/EEC. The
classification as a carcinogen need not apply if it can be shown that the substance contains less than
0.1% weight/weight of benzene

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

In case of skin contact: Remove contaminated clothing immediately and dispose of safely.
After contact with skin, wash immediately with soap and plenty of
water.

In case of eyes contact: After contact with the eyes, rinse with water with the eyelids open

for a sufficient length of time, then consult an ophthalmologist
immediately. Protect uninjured eye.

In case of Ingestion: Do NOT induce vomiting.

In case of Inhalation: Remove casualty to fresh air and keep warm and at rest. If
breathing is irreqular or stopped, administer artificial respiration. In
case of inhalation, consult a doctor immediately and show him
packing or label.

4.2 Most Important symptoms and effects, both acute and delayed
None known

4.3 Indication of any immediate medical attention and special treatment needed
In case of accident or un-wellness, seek medical advice immediately (show directions for use or safety
data sheet if possible).

Distributed By: FLP Tel:+44 (0)1302 571571 Final Systems is a

www.flpgroup.co.uk trade name of FLP


Tel:+44
http://www.flpgroup.co.uk/

"A3HSINIZ3Y ‘NOILDI4H3d

2K MS Hardener
Date: 09-11-2015
Page: 4

SECTION 5: FIRE FIGHTING MEASURES

5.1 Extinguishing media
Suitable extinguishing:media: CO2, powder extinguisher, foam, water spray.
Extinduishing media which must not be used for safety reasons: Water jet.

1VNIJ

5.2 Special hazards arising from the substance or mixture

Burning produces heavy smoke. Burning releases carbon monoxide, carbon dioxide, oxides of nitrogen,
isocyanate vapours and traces of hydrogen cyanide. In the event of fire and/or explosion do not breathe
fumes.

SWILSAS

5.3 Advice for fire-fighters

Use suitable breathing apparatus. Collect contaminated fire extinguishing water separately. This must not
be discharged into drains. Move undamagded containers from immediate hazard area if it can be done
safely.

SECTION 6: ACCIDENTAL REALESE MEASURES

6.1 Personal precautions, protective equipment and emerdgency procedures

Personal precautions: Remove all sources of ignition. Wear personal protection
equipment. Wear breathing apparatus if exposed to
vapours/dusts/aerosols. See protective measures under point 7 and
8.

6.2 Environmental precautions

Environmental precautions: Retain contaminated washing water and dispose it. In case of gas
escape or of entry into waterways, soil or drains, inform the
responsible authorities.

6.3 Methods and material for containment and cleaning up
Clean-up procedures: Suitable material for collection: inert absorbent material (e.d. sand,
vermiculite)

6.4 Reference to other sections
Reference to other sections: See also section 8 and 13

SECTION 7: HANDLING & STORAGE

7.1 Precautions for safe handling

Handling requirements: Use localized ventilation system. Don't use empty container before
they have been cleaned. Before making transfer operations, assure
that there aren't any incompatible material residuals in the
containers. Contaminated clothing should be changed before
entering eating areas. Do not eat or drink while working. See also
section 8 for recommended protective equipment.

7.2 Conditions for safe storage, including any incompatibilities

Storage conditions: Keep away from unguarded flame, sparks, and heat sources. Avoid
direct exposure to sunlight. Keep away from food, drink and feed.
See chapter 10.5 Instructions as redards storage premises: Keep
container tightly closed in a cool, well-ventilated place, away from
heat.

7.3 Specific end use(s)
Specific end use(s): See section 1.2.

SECTION 8: EXPOSURE CONTROLS AND PERSONAL PROTECTION

8.1 Control parameters
Ethyl acetate - CAS: 141-78-6

ACGIH, 400 ppm - Notes: URT and eye irr
WEL -- Country: UNITED KINGDOM - LTE: 730 mg/m3, 200 ppm - STE: 1460 mg/m3, 400 ppm
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